P2
Pl In:LDPE
| Out:45P Red PVC
| P 3 o °
3. 5ST Plug/NI In:EBPE In:LDPE P2
Out:45P Black PVC Out:45P Black PVC x
ELECTRICAL TEST: CLIENT NO. !
1.100% OPEN SHORT MIS WIRE TEsT LLENGTH 0. 24 Tn:IDPE 3«51 Jack/NI
2. CONTACT RESISTANCE:3 OHM MAX Out:45P White PVC
3. INSULATION RESTSTANCE:5M OHM MIN o 7 | cable:#3. 0/Color:Black 1 | Pcs
4. HI-POT TEST:DC 300V/10ms \ PIN ASSLGNMENT | o | LorE s | 2
Pl P2 P3 5 | 45P White PVC 6 | g
3.5ST M 3.55T F 3.55T F
| ) / 4 | 45P Red PVC 6 | g
' ) ) D) 3 | 45P Black PVC 12| g
3 3 3 9 | 3.5ST Jack/NI 2 | pCS
Conductor: | 4 3 3 ‘ 1 | 3.5 ST Plug/NI/®4.5 1 |PCS
7C/0. 12BC - — e e
Tl 10N
Insulator:PVC o il it -
1.0+0. 05
weltron’
28C/0. 12BC
Jacket :PVC PROJECTION [TOLERANCE | DESIGNED|  HZM SCALE
0D:3. 040. 1mm @ = |0 5 =0.2|CHECKAGE Part Not| 42-352073.95 ['ppp
Black 5 ——30+0. 3
UNITS mm [o0 ooy APPROVAL ITEM |3.5ST M-2%ST F |SHEET
MODEL A4 [ANGLE +3° | DATE | 2019-11-17 |DWG NO. | WLD-TZ1907009 | 1/1
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