REVISIONS

ROHS Compliant Re‘lfNO Description Date Revision|Mender
2
=) 7.00 _; 4.00
s v Q50
oo O '
53 Iz
23S 45 —R—— g
< o e C\|2
Y <
> RECOMMENDED
CABLE STRIPPING DIM’S
15.00£0.3
STAMP(Weltron) 35 804050
NOTES:FINISH (PLATING THICKNESS IN MICRO-INCHES)
1.BRASS PER QQ-B-626
11 | CONTACT PIN NOTE 4 1 NOTE 3 2 NICKEL PL.100 MIN. THICK OVER COPPER STRIKE
10 INSULATOR POM 1 NATURAL 3.GOLD PL.3 MIN THICK OVER NICKEL PL.100 MIN.
9 WASHER IRON 1 NOTE 2 THICK OVER COPPER STRIKE
8 SPRING 65Mn 1 NATURAL 4 PHOSPHOR BRONZE PER QQ-B-750
7 | RETAINER RING 65Mn 1 NOTE 2
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6 GASKET RUBBER 1 RED ® TITLE
5 INSULATOR POM 1 NATURAL we t ro n BNC MALE TWIST-ON (50 OHM) FOR RG59U CABLE
4 INSULATOR POM 1 NATURAL UNITS | MM | UNLESS OTHERWISE SPECFED | pESIGNED
3 BODY NOTE 1 1 NOTE 2 DRAWING NO. SCALE| FIT 05-15 - $045  ANCLES [DpAyTNG
2 CENTER PIN NOTE 1 1 NOTE 3 MODEL NO. 20150 - 100 CHECKED
1 SHELL NOTE 1 1 NOTE 2 PART NO. 44-254 |EprTioN | PUBLISH DATE APPROVED
ITEM| DESCRIPTION | MATERIAL |Q'TY FINISHED CAD FILE 2011,/03/19 = @ 3rD ANCIE




