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REV DESCRIPTION DWN| DATE

J jADD DIELECTRIC SUPLIER TO SPECIFICATION NOTES KMM| 2/9/95
K | CHANGE DIELECTRIC CONFIGURATION KMM|10/30/95
L |CHANGE STRIPPING INSTRUCTIONS Czs| 8/12/97
M |CHG OVERALL LENGHT, DWG§ 8122 & REMOVE P/N FROM CONN. |GGG| 2/7/02
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SPECIFICATIONS:
IMPEDANCE: NON CONSTANT
FREQUENCY RANGE: 0—300 MHz
VOLTAGE RATING: 500 VOLTS RMS
(E) FOR RG—8, 8A, 213/U
(F) FOR RG-9, 9A, 9B, 214/U
() FOR BELDEN 9913, 9914, RG-8/U TYPE, RG-393/U & TIMES LMR—400
W/RFU—-530 REDUCER
(C) FOR RG—58, 58A, 58C, 141, 141A, 400/U
(C1) FOR RG—55, 55A, 558, 142, 142A, 1428 & 223/U
W/RFU—531 REDUCER
(D) FOR RG_59, 59A, 598, 62, 62A, 62C 71, 140 & 210/U
(P) FOR ANTENNA SPECIALIST K214 & PRO-FLEX 800, TIMES AA3096 &
COMM/SCOPE 2278 & 2279 CABLE
(X) FOR RG_8/X & 30/U, BELDEN 9258, TIMES LMR-240 &
LMR—240 ULTRAFLEX
BODY 1 [BRASS SILVER, 304" 000494 UNLESS OTHERWISE SPECIFIED: PART NO. :
PIN 1 [BRASS SILVER, 30 1. REMOVE AL BURRS v
DIELECTRIC TIDAP. PANTONE 129 il . OG0 LR, 44-302A
SHELL 1 |BRASS NICKEL, 80u’ 3. CHAMFER 1ST & LAST THREADS 45'
4. SURFACE ROUGHNESS 63 FINISH MIL-STD-10
5. DIAMETERS ON COMMON CENTERS 10 BE
CONCENTRIC WITHIN .002 T.IR. DESCRIPTION :
6. ALL DIMENSIONS ARE AFTER PLATING.
SENSIONS AR TN NGHES UHF PLUG SOLDER
DRAWN AND [MILLIMETERS)
C. GALLEGOS _12/07/02 UNLESS OTHERWISE NOTED
CHECKED 2_—2’01 TOLERANCES ARE: SIZE | CABLE GROUP DWG NO.
INR.1 NDRA! e - | | DECIMALS I D'AMETER A CD C1, D, Ev Fl 'v Pl x




